
Übersichtstabelle TriTec PXX XXXX.C Einbetoniergehäuse rund

Einbausituation: Mit Rand / randlos verputzt Einbausituation: Randlos ohne Verputz

Einbetoniergehäuse H = 120 mm Einbetoniergehäuse H = 150 mm Einbetoniergehäuse H = 122 mm Einbetoniergehäuse H = 152 mm

P90 0011.B  
rund DA=95 mm

P90 0110.B  
Zentrierteller zu Einbetoniergehäuse 
rund DA=95 mm

P90 0013.B  
rund DA=95 mm

P90 0110.B 
Zentrierteller zu Einbetoniergehäuse 
rund DA=95 mm

P98 0012.B 
rund DA=89 mm

P98 0211.B 
Zentrierteller zu Einbetoniergehäuse 
122 mm rund DA=89 mm

P98 0310.B
Einbauring zu Einbetoniergehäuse 
rund DA=89 mm

P98 0014.B 
rund DA=89 mm

P98 0213.B 
Zentrierteller zu Einbetoniergehäuse 
152 mm rund DA=89 mm

P98 0310.B
Einbauring zu Einbetoniergehäuse 
rund DA=89 mm

TriTec ETA

Downlight

Richtstrahler

Linsenwandfluter

TriTec COZI

Downlight

Richtstrahler

Linsenwandfluter

TriTec FORTIS

Downlight

Richtstrahler

Linsenwandfluter

Einbauringe: P91 0000.B
Einbauring rund randlos
(separat bestellbar)

Deckenstärke: 1–28 mm 
Deckenausschnitt: Ø 95 mm

P92 0000.B
Einbauring rund mit Rand
(bei Leuchten mit Rand inklusive)

Deckenstärke: 1–28 mm 
Deckenausschnitt: Ø 95 mm

P98 0510.B
Einbau-Montagering  rund 
für Holzdecken (separat bestellbar)

Deckenstärke: 1–28 mm 
Deckenausschnitt: Ø 89 mm

P98 0310.B
Einbauring zu Einbetoniergehäuse 
rund
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Summary Table TriTec PXX XXXX.C Casing for embedding round

Installation situation: With ceiling / trimless with plasterwork Installation situation: Trimless without plasterwork

Casing for concrete embedding H = 120 mm Casing for concrete embedding H = 150 mm Casing for concrete embedding H = 122 mm Casing for concrete embedding H = 152 mm

P90 0011.B  
round ceiling cutout 95 mm

P90 0110.B  
Centring plate for casing  
for embedding round ceiling  
cutout 95 mm

P90 0013.B  
round ceiling cutout 95 mm

P90 0110.B 
Centring plate for casing  
for embedding round ceiling  
cutout 95 mm

P98 0012.B 
round ceiling cutout 89 mm

P98 0211.B 
Centring plate with casing  
for concrete embedding 122 mm 
round ceiling cutout 89 mm

P98 0310.B
Recessed ring with casing  
for concrete embedding round  
ceiling cutout 89 mm

P98 0014.B 
round ceiling cutout 89 mm

P98 0213.B 
Centring plate with casing  
for concrete embedding 122 mm 
round ceiling cutout 89 mm

P98 0310.B
Recessed ring with casing  
for concrete embedding round  
ceiling cutout 89 mm

TriTec ETA

Downlight

Spotlight

Lens wallwasher

TriTec COZI

Downlight

Spotlight

Lens wallwasher

TriTec FORTIS

Downlight

Spotlight

Lens wallwasher

Recessed ring: P91 0000.B
Recessed ring round trimless
(can be ordered separately)

Ceiling thickness: 1–28 mm 
Ceiling cut-out:   □117 mm

P92 0000.B
Replacement recessed ring  
round with ceiling trim 
(lights with ceiling trm included)

Ceiling thickness: 1–28 mm 
Ceiling cut-out:   □117 mm

P98 0510.B
Flush mounting ring for wooden ceiling 
(can be ordered separately)

Ceiling thickness: 1–28 mm 
Ceiling cut-out:   □117 mm

P98 0310.B
Recessed ring with casing for concrete 
embedding round ceiling cutout
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